
















Ref. Manometer ID: 8" Manometer Calibrated By: M. Bruni

Transducer ID: PT-1A Calibration Date:  1-Oct-12

Transducer Scale: 5 inches

Percent of 
Transducer Scale

Ref. Manometer - 
Positive Leg        

(in. H2O)

Transducer- P1        
(in. H2O)

Difference        
(in. H2O)

Difference as % of 
Transducer Scale

Status

10% 0.51 0.50 0.01 0.2 Pass

30% 1.50 1.52 0.02 0.4 Pass

60% 3.00 3.01 0.01 0.2 Pass

90% 4.50 4.49 0.01 0.2 Pass

Percent of 
Transducer Scale

Ref. Manometer - 
Negative Leg        

(in. H2O)

Transducer- P2        
(in. H2O)

Difference        
(in. H2O)

Difference as % of 
Transducer Scale

Status

10% 0.51 0.52 0.01 0.2 Pass

30% 1.50 1.49 0.01 0.2 Pass

60% 3.00 3.01 0.01 0.2 Pass

90% 4.50 4.49 0.01 0.2 Pass

Calibration Criteria: Reference Device and Transducer must agree within 2.0% of full transducer scale, or 0.02 inches H2O, whichever is less restrictive.

PRESSURE TRANSDUCER CALIBRATION FORM
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Technician: Pitot ID: S-2-1
Date Calibrated: 11/26/2012 Probe ID: S-2-1
Next Due Cal Date: 11/26/2013

0.193 Dt (between 0.188 and 0.375 in.)
N/A X  (greater than or equal to 3/4 in.)
N/A Dn (must use 1/2 in. nozzle)

0.238 Pa Pa must = Pb
0.238 Pb
1.231 P(a) (Must be between 1.05 and 1.5 Dt)
1.231 P(b) (Must be between 1.05 and 1.5 Dt)

A
N/A Y (must be > 3/4in.)

or

B
N/A Y (must be > 2in.)

N/A Z (must be > 3in.)

*  All calibrations are in accordance with CFR Pt.60, App.A, Meth.2, sect4.1.2 (Type S Pitot Calibration)

Pitot Calibration Sheet

Mike Bruni
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Technician: Pitot ID: S-2-1
Date Calibrated: 11/26/2012 Probe ID: S-2-1
Next Due Cal Date: 11/26/2013

Degrees Inches

0 a1 a1 and a2 must be < 10 degrees
1 a2

0 b1 b1 and b2 must be < 5 degrees
0 b2

1 α 0.008 c c must be < 0.125 in. (1/8in.)
  where: c = (Pa+Pb)  x  sin α

1 Θ 0.00829 d d must be < 0.03125 in (1/32in)
   where: d = (Pa + Pb)   x  sin Θ
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Thermocouple Calibration
TC ID: TC P-2-1 Cal Date: 6/1/2012 Reference Type:
Tech.: A. Stratton Exp Date: 6/1/2013 Reference Cert. No.:

Ice Bath (32°F)

Ref Temp (TR) TC Temp (TT) % Error
Run 1 33 33 0.00%
Run 2 33 33 0.00%
Run 3 33 33 0.00%

Pass/Fail PASS

Ambient (~70°F)

Ref Temp (TR) TC Temp (TT) % Error
Run 1 70 71 -0.29%
Run 2 70 71 -0.29%
Run 3 70 71 -0.29%

Pass/Fail PASS

Mercury in Glass
ASTM-3

Boiling Water (~212°F)

Ref Temp (TR) TC Temp (TT) % Error
Run 1 212 214 -0.41%
Run 2 212 214 -0.41%
Run 3 212 214 -0.41%

Pass/Fail PASS

Test Pass/Fail

Calibration tolerance for each run is 1.5%.
% Error = (((T R + 273) - (T T + 273)) / (T R + 273)) • 100
Calibration conducted in accordance with EPA Method 2, Section 10.3.

PASS
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